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1  Firmware Information
1.1  Product Information
Model number:TD0211

CPU: SDX62
DDR: 512MB


Flash: 512MB

OTA support services: JACSFOTA

OS :Linux-OE


RF SUPPORT BAND:

LTE-TDD：Band 41/48/46（LAA）
LTE-FDD：Band 2/4/5/12/13/29/30/66/71

5G SA：n2/5/12/14/25/30/41/48/66/70/71/77

5G NSA：n2/5/12/25/30/41/66/71/77

SD Card Support:NA

1.2  Flash Tool Instruction
Please reference the document labelled “upgrade_manual_msm.doc”.

2  Latest Release Note
2.1  TD0211_JACS_V1.6.0

2.1.1  Enhanced Features

· Add fibo patch for ttyACM send at
· Add AT+jeid=1 cmd
· [Abups Fota]Change disk left space check percentage to 95% to support modem upgrade
2.1.2  Fixed Bugs

· usb delay 2s for open webui fail without sim

· update fibo firmware,add 464XLAT config file into TMO MBN

· fibo patch for macos suspend issue

· Remove jacs apn app write datetime to /data/jacs_log file

2.1.3  Known Bugs

· NONE

3  History Release Notes

3.1  TD0211_JACS_V1.5.0

3.1.1  Enhanced Features

Update fibocomm base firmware to delete DC_13A_n5A、DC_66A_n2A and B66+n2 uplink combination,modem baseband version not change still 89610.1000.00.02.02.12,you can use at+btime Oct 12 2024 19:27:39 to confirm the firmware is correct
· 【webui】remove mobile network searching menu
3.1.2  Fixed Bugs

· NONE

3.1.3  Known Bugs

NONE
3.2  TD0211_JACS_V1.4.0

3.2.1  Enhanced Features

· NONE
3.2.2  Fixed Bugs

· 【webui】fix device name display error issue
3.2.3  Known Bugs

· NONE
3.3  TD0211_JACS_V1.3.0

3.3.1  Enhanced Features

· 【webui】change hw version to V2.0
3.3.2  Fixed Bugs

· NONE

3.3.3  Known Bugs

· NONE
3.4  TD0211_JACS_V1.2.0

3.4.1  Enhanced Features

Change fota scan time from 2 hours to 12 hours,meet tmo requirement
· 【webui】remove sms full notification,remove Automatic disconnect dialing switch button
3.4.2  Fixed Bugs

· NONE

3.4.3  Known Bugs

· NONE
3.5  TD0211_JACS_V1.1.0

3.5.1  Enhanced Features

Webui profile1 enable edit function,only profile1 can be set as default apn,network register and datacall use same one cid1 apn
· Remove jacs internal version from webui
· Only keep fibocomm webui with address 192.168.1.1,remove jacs webserver
3.5.2  Fixed Bugs

· Add sleep time to solve webui can’t open issue after bootup occasionally.

· Update fibocomm fibo bin to solve when into verizon card can’t access network issue.

3.5.3  Known Bugs

· NONE
3.6  TD0211_JACS_V1.0.0

3.6.1  Enhanced Features

· Add jacs web-server 192.168.1.1:8112 
Add sim switch function in fibocomm web-server(192.168.1.1 with initial password 12345678)
· Support apn auto-configure when first boot or sim insert
· Support windows/linux/mac/android driverless feature,change with jacs vid/pid

· Add AT+JACSVERSION/AT+JREBOOT/AT+JEDL cmd,AT+JUSBFUN=129 to enable adb port,AT+JUSBFUN=132 switch to default

· Support LED network display

· Remove fibocomm erase cefs feature during firmware upgrade
· Add jacs fota
3.6.2  Fixed Bugs

· Solve no network led still blinking issue.
· Solve rndis can't install on xp issue.
3.6.3  Known Bugs

· NONE
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