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1  Firmware Information
1.1  Product Information
Model number:TD0211

CPU: SDX62
DDR: 512MB


Flash: 512MB

OTA support services: JACSFOTA

OS :Linux-OE


RF SUPPORT BAND:

LTE-TDD：Band 41/48/46（LAA）
LTE-FDD：Band 2/4/5/12/13/29/30/66/71

5G SA：n2/5/12/14/25/30/41/48/66/70/71/77

5G NSA：n2/5/12/25/30/41/66/71/77

SD Card Support:NA

1.2  Flash Tool Instruction
Please reference the document labelled “upgrade_manual_msm.doc”.

2  Latest Release Note
2.1  TD0211_JACS_V2.0.0

2.1.1  Enhanced Features

· First firmware build on LE1.3.1 baseline.
2.1.2  Fixed Bugs

2.1.3  Known Bugs

· NONE

3  History Release Notes

3.1  TD0211_JACS_V1.0.0

3.1.1  Enhanced Features

· Add jacs web-server 192.168.1.1:8112 
· Add sim switch function in fibocomm web-server(192.168.1.1 with initial password 12345678)
· Support apn auto-configure when first boot or sim insert
· Support windows/linux/mac/android driverless feature,change with jacs vid/pid

· Add AT+JACSVERSION/AT+JREBOOT/AT+JEDL cmd,AT+JUSBFUN=129 to enable adb port,AT+JUSBFUN=132 switch to default

· Support LED network display

· Remove fibocomm erase cefs feature during firmware upgrade
· Add jacs fota
3.1.2  Fixed Bugs

· Solve no network led still blinking issue.
· Solve rndis can't install on xp issue.
3.1.3  Known Bugs

· NONE
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